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Combilift has a policy of continuous product development and reserves the right to alter specifications without prior notice.  Specifications and/or dimensions may vary from those illustrated in some countries.

DESCRIPTION Metric
Capacity 1250kg @1200mm

Unladen Weight 4450kg

Ground Speed 14 km/h

Gradeability 40%

Kubota Water Cooled Diesel Engine 44kw

Electrics 12 Volt

Pivot Fork Section 50 x 100 x1830mm

Pneumatic Tractor Grip Tires ø 910mm x 290mm

Diesel Tank Capacity 85 Litres

Hydraulic Tank Capacity 75 Litres

3 Wheel Hydrostatic Drive

Distributed by

combiLift
tHe solution to your 

poultry collection problems
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Combilift - Customized Handling Solutions  www.combiLift.com

Small Turning Radius• 
Reduced Maintenance Costs• 
No Mechanical Brakes To Adjust Or    • 
Replace
Large Ground Clearance• 
Offset Driving Position Gives Excellent     • 
Visibility-for Positioning Poultry Cage
Diff-lock• 

BENEFITS:

OPTION: Rotator  ( 30 ° Each Way)

3 Wheel Maneuverability • 
Hydrostatic• 
All Wheel Drive• 
Large Tractor Grip Tires • 
Deep Suspension Seat• 
Back Up Alarm• 
150mm Mast Side Shift• 
Pivot Forks• 

FEATURES:

Removal Feather Protection Mesh 


